= Coupling

TECHNICAL INFORMATION

Cap : Nickel Plated Brass (NPB))

Body : Nickel Plated Brass (NPB)
Standard : EN 62444 / 50262

Protection Class : IP 40

Operating Temperature: -50°C / +250°C

Color : Self-Coloured

SM-C12-FCS
SM-C16-FCS
SM-C20-FCS
SM-C25-FCS
SM-C32-FCS
SM-C40-FCS
SM-C50-FCS
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CONDUIT
NOM. SIZE
(MM)

12,0
16,0
20,0
25,0
32,0
40,0
50,0

13,0
20,0
24,0
29,0
36,0
48,0
58,0

FEATURES

BEST GRADE MATERIAL | HIGH MECHANICALSTRENGTH | EASY
INSTALLATION

APPLICATIONS
MACHINE INDUSTRY

210
25,0
26,0
32,0
37,0
39,0
42,0

QUANTITY
(Pc/
PACK)

50
50
50
50
25
25
25

AUTOMATION SYSTEMS
CONSTRUCTION | MARINE, SHIPYARD

69

Cable Glands

Corrugated Plastic Conduits & Fittings

Flexible Steel Conduits & Fittings

Residential Type Conduits & Fittings

Pre - Wired Conduits

Expandable Braided Sleevings



